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High Efficacy Tube Lights by SAMUDRA LEDHigh Efficacy Tube Lights by SAMUDRA LEDHigh Efficacy Tube Lights by SAMUDRA LED

Slender, Attractive, Full of Light and made from high grade aluminium, the 
Baton-lite series features Tube Lights which will add elegance and grace 
no matter which application they are used in. With our Retrot and 
Standalone TL solutions in T5 and T8 you don't need to look any further!
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Samudra Electronic System Pvt. Ltd.
Corporate Office: 12, Electronic Sadan II, MIDC Bhosari, Pune – 411026, Maharashtra, India
Phone: +91 20 27112485 Email: info@samudraled.com Website: www.samudraled.com
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Model No.
SAM T8 C/W/D L4 120 
P15/18/20 FR

SAM T5 C/W/D L4 120 
P15/18/20 FS

SAM T5 C/W/D L4 144 
P15/18/20 FR

Note :
1. *Luminous Flux men�oned above is for CCT: 6000K                                    
2. IES Files are available for all Samudra LED luminaires
3. Samudra LED uses only LM80 Cer�fied LEDs
4. 26W Model available - Op�onal
5. A varia�on of + 3% is possible in some of the above figures
6. Due to con�nuous change in technology, product is subject to change without prior no�ce

Type T8 Retrofit T5 Stand Alone  T5 Retrofit T5 Stand Alone 

Power 15/18/20 Wa� 15/18/20 Wa� 15/18/20 Wa� 10 Wa�

Length (mm) 1200 1175 1150 500

Input Voltage                                                                     AC 100 - 265 V 50/60Hz

Driver Posi�on Internal/Inbuilt Internal/Inbuilt External Internal/Inbuilt

PF                                                                      > 0.92

LED Type                                                                      SMD

CCT                                                                      2700 - 6000K

*Luminous Flux (Lm) 1500/1800/2000 1500/1800/2000 1500/1800/2000 1100

Total System Efficiency                                                                     100Lm/W

Surge Protec�on                                                                                     Up to 1KV

CRI                                                                     80

Net Weight ~220gm ~195gm ~190gm ~160gm

Gross Weight ~325gm ~300gm ~295gm ~270gm

Life Span                                                                        > 50000 hrs.

Cer�fica�ons/Test                                       

Reports

SAM T5 C/W/D L2 96 
P10 FS

ROHS/LM79/EMI – EMC Compliant/Constant Current Surge Protected Drivers
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